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Technical Specification
Output Nominal Voltage 2V
Nominal Capacity (10HR) 800Ah
Terminal Type Standard Terminal F11
Container Material Standard Option ABS
Flame Retardant Option (FR) ABS (UL94:VO)
Rated Capacity (10HR 1.80V/cell, 25°C) 800 Ah/80.0A
(3HR 1.75V/cell, 25°C) 612 Ah/204.0A
(1HR 1.70V/cell, 25°C) 432 Ah/432.0A

Max Discharge Current
Internal Resistance

Discharge Characteristics

Design Floating Life at 20°

Cc

4000A (5s)
Approx 0.50mQ
Operating Temp Range

Discharge: -15 ~ 50°C
Charge: 10 ~ 45°C
Storage: 10~ 30°C

Nominal Operating Temp Range

20°C £ 5°C

Cycle Use

Standby Use

Capacity affected by Temperature

20 Years

Initial Charging Current less than 200A.
Voltage 2.35V - 2.40V at 25°C Temp Coefficient -4mV/°C

No limit on Initial Charging Current.

Voltage 2.20V - 2.24V at 25°C Temp Coefficient -3mV/°C

40°C
25°C
0°C

102%
100%
85%

Self Discharge

Ultrace//® UZS batteries may be stored for up to 6 months at 25°C and then a refresh charge is required. For higher
temperatures the time intervals will be shorter.

Constant Current Discharge / Constant Power Discharge At 25°C (Amperes & Watts/Cell)

A=Amperes W = Watts

F.VITIME | 39 60 2 3 4 5 6 8 10 20 24 48 120
A W min min hours hours hours hours hours hours hours hours hours hours hours
554 384 238 186 150 132 111 84.8 76.2 41.3 35.8 19.3 8.00
1.85Vicell
1021 720 458 362 290 256 218 167 148 80.0 72.0 39.0 16.3
586 410 254 198 159 140 118 90.4 80.0 432 37.8 19.3 -—
1.80Vi/cell
1098 778 490 387 312 275 234| 180 159 86.4 75.5) 39.0
608 419 260 204 164 144 122 93.6 80.8 435 37.8 -— -—
1.75Vicell
1136 800 499 400 323 284 | 241 186 160 87.2 76.2
i 624 432 264 206 165 145 123 94.4 80.8 435 38.1 — —
1.70Vicell
1165 816 509 403 323 286 243 186 162 87.2 76.5
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Discharge Characteristics Charging Characteristics
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Temperature Effects in Relation to Battery Capacity Initial Charging Characteristics
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